
Bath stoves LK100

wood

 8 kW 

 95 l

Independent source of DHW

 Unpressure equipment

    Retro design

    Fast heating of DHW

    Low weight

    Big volume of DHW

    Easy operation and maintenance

Fuel:

Output:

Water volume:

Advantages of bath stoves:

•

•

•

•

•

•

•

 

 

LK100, Z100

BATH STOVES

Bath stoves Z100

wood

 8 kW 

100 l

Independent source of DHW

Low pressure device

Retro design

Fast heating of DHW

Low weight

Big volume of DHW

Easy operation and maintenance

Stainless steel exchanger 

Fuel:

Output:

Water volume: 

Advantages of bath stoves:

•

•

•

•

•

•

•

•

 

  

Producer:
Zašovská 750, 757 01 Valašské Meziříčí, 

tel.: +420 571 675 589, e-mail: sales@opop.cz

www.opop.cz

 OPOP spol. s r. o., EUROPEAN UNION
EUROPEAN REGIONAL DEVELOPMENT FUND
INVESTMENT IN YOUR FUTURE
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Technical parameters of LK100

Fuel

Water volume

Output

Efficiency

Operating chimney draft

Weight

A - Height

B - Furnace height

C - Furnace diameter

Flue diameter

Fuel consumption with nominal output

wood, wood waste

l

kW

%

Pa

kg

mm

mm

mm

mm

kg/h

 

95

8

70

10

55

1560

430

370

95

2,6

wood

Technical parameters of Z100

Fuel

Water volume

Output

Efficiency

Operating chimney draft

Weight

A - Height

B - Furnace height

C - Furnace diameter

Flue diameter

Fuel consuption with nominal output

 

100

8

58,5

10

65

1520

430

370

100

2,6

wood, wood waste

l

kW

%

Pa

kg

mm

mm

mm

mm

kg/h

 

95

8

70

10

55

1560

430

370

95

2,6
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BATH STOVES

Producer: OPOP spol. s r. o., Zašovská 750, 757 01 Valašské Meziříčí, tel.: +420 571 675 589, e-mail: sales@opop.cz

www.opop.cz


